
Hospital-grade

air purifier

— INSTRUCTION MANUAL



— HOW TO GET STARTED

1 – Lift your Rensair air purifier out of the box.  

2 – Place the unit in the desired location.

3 – Insert the power plug to your wall socket. 

4 – �Press the power button [  ] to turn it on. The unit will start  
in auto mode where the internal particle counter automatically 
adjusts airflow settings based on the surrounding air quality.  
To manually control the fan speed, press the fan speed button  
[  ] to toggle between low, medium, high and auto.

5 – That’s it. Your Rensair air purifier is now purifying the air.

How to turn your Rensair air purifier off:

Press the power button [  ] to turn the unit off.

Alternatively, you can use the timer function to determine when  
the Rensair air purifier will automatically switch off. Press the timer 
buttons [  /  ] to increase or decrease the remaining operating 
time. The control panel will display the remaining operating time.

CONTROL PANEL

AIR INLET 
PERFORATIONS

AIR OUTLET 
PERFORATIONS

WHEELS FOR 
PORTABILITY

PLEASE DO NOT DISASSEMBLE THE MACHINE WITHOUT 
AUTHORIZATION
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— CLEANING & MAINTENANCE

Always unplug the unit when cleaning or carrying out 
maintenance. As an added safety feature, the power 
will automatically switch off when the unit is tilted.

Cleaning the dust pre-filters
Pre-filters should be checked for dust or dirt on a weekly basis  
and cleaned when necessary. Remove all four filters by pressing the 
small clip button at the top and lifting them up. If possible shake 
dust off outdoors. Use a vacuum cleaner or dry cloth to remove finer 
dust. If needed, use mild soap and water to wash them. Make sure 
the filters are completely dry before re-inserting them.

Cleaning the main body
Using a soft cloth (damp if necessary), gently wipe the outside of the 
unit. Caution: Do not use alcohol, gasoline, thinners, acid, abrasives 
or any other substances which could cause damage to the surface 
of the main body. Water or other liquids should never enter the main 
body of the unit. 

Replacing the main HEPA 13 filter and UVC lamp
Your Rensair air purifier will run for 9000 hours before you need  
to replace the HEPA 13 filter and UVC lamp.

Your Rensair air purifier will automatically alert you when the parts 
need to be replaced via the ‘service indicator’ on the display panel 
(see page 9). Changing the HEPA 13 filter and UVC lamp is easy 
and can be done in five minutes. Instructions on how to change 
the filter and lamp will be included in the box when you order your 
replacement parts. Alternatively, visit rensair.com/maintenance  
to view our online guide to changing these parts.

If you experience any issues with your Rensair air purifier please 
contact your distributor or email support@rensair.com
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ON/OFF: When switched on, the unit will 
start in auto mode where the internal 
particle counter automatically adjusts  
the airflow settings based on surrounding 
air quality. When the air quality is good, 
the unit will automatically switch to 
standby mode. If the surrounding air 
particles increase the Rensair air purifier 
will automatically turn on again.

REMOTE CONTROL: The Rensair air purifier can  
also be controlled by the included remote control. 
The buttons on the remote control correspond  
to the buttons on the control panel. Note, the  
remote control uses 2x AAA-batteries (not included). 

UVC LAMP: The UVC lamp will 
turn on by default when the unit 
is running. It is recommended 
to keep the UVC lamp on for 
the highest air purification 
effectiveness. To manually turn it 
on/off press the UVC lamp button.

FAN SPEED: To manually control the fan speed, press the fan  
speed button to toggle between low, medium, high and auto.

— CONTROL PANEL

RENSAIR AIRFLOW 
VOLUME

CUBIC FEET
FT³/HOUR

NOISE  
LEVEL

POWER  
USAGE

Low setting 10,600 45dBA 160W

Medium setting 15,200 52dBA 180W

High setting 19,800 59dBA 220W

tolerance +/- 10%

TIMER + / -: Use the timer function  
to apply or adjust a preset running time 

for your Rensair air purifier. Press the 
+/- buttons to increase or decrease the 

operating time. The control panel will 
display the remaining operating time. 

The machine will automatically switch 
off once this time has elapsed.

FILTER LIFE RESET:  
Note – This function should only  

be used after the HEPA 13 filter and 
UVC lamp have been changed.  

See cleaning and maintenance  
on page 4 and 5.
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— DISPLAY

The service indicator displays the remaining life of the HEPA 13  
filter and UVC lamp. When all the bars are continuously illuminated  
to the illustration on the right, it is time to service the unit.  
Please visit Rensair.com to order a new HEPA 13 filter and UVC lamp.

For instructions on how to change the HEPA 13 filter and UVC lamp 
go to: rensair.com/maintenance

Auto mode: this is the default mode when 
the unit is first turned on. The Rensair  
air purifier will operate continuously  
in auto mode if the air quality is deemed 
unsatisfactory. 

Fan speed indicator: 1 (low), 2 (medium),  
3 (high).

UVC lamp on/off indicator.

When Timer mode is in use, the display 
panel will indicate the remaining run time.  
Otherwise the panel will display the room 
temperature.

The temperature indicator displays the 
room temperature.

The air indicator shows the quality of the air based on the number  
of particles entering the unit. The fewer the bars, the better. 
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PRE-FILTER

FAN

UVC LAMP

HEPA 13 FILTER

— SPECIFICATIONS

Rensair Q01B

110-120V, ~60Hz, US type B power plug, ETL Certified

Dimensions: H: 30.3in, Ø14.5in

Box Dimensions: H: 33in x W: 16.9in x D: 16.9in

Net weight: 40lbs

Gross Weight (including box): 46lbs

Colour: White

HEPA filter: EU13 (EN 1822 class H13)

UVC lamp: 18W, 254nm light

Length of power cord: 3m
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— SAFETY INFORMATION

When used, stored and maintained in accordance with its Instruction 
Manual (also available on www.rensair.com website), the Rensair air 
purifier has been scientifically proven by independent third parties 
to effectively reduce microorganisms, including bacteria, viruses, 
moulds and yeasts from the air. The maximum capacity of the air 
cleaner is 20,000 ft3 per hour.

Rensair makes no warranties, representations or 
guarantees, whether express or implied, that the 
Rensair air purifier will eradicate viruses, bacteria, 

pollen, mould, allergens, odours or other pathogens from the 
surrounding environment entirely.

Rensair expressly disclaims all liability except to the extent 
described in the Rensair standard terms and conditions of sale.

Read all instructions and safety instructions before using  
this appliance.

Basic precautions should always be followed when using an 
electrical appliance. Furthermore:

TO REDUCE THE RISK OF ELECTRIC SHOCK, INJURY OR FIRE: 
– �This Rensair appliance is only suitable for indoor dry locations.  

Do not use on wet surfaces or expose it to any water.

– �Do not pull or stretch the mains cable. The use of an extension 
lead is not recommended. Keep the cable clear from any heat 
source. The cable should not be placed under any floor  
coverings or in any places of high traffic where it might cause  
a tripping hazard.

– �Do not pull the cable to unplug the appliance. To disconnect the 
plug, pull on the plug and not the cable wire. Unplug from the wall 
socket when the appliance is not being used for an extensive 
period of time.

– �A Rensair appliance with a damaged plug or cable should not  
be used. Contact Rensair support which is detailed on the  
www.rensair.com website.

– �Do not touch the appliance or the plug with wet hands.

– �A Rensair appliance should only be utilised as shown in the 
Instruction Manual.

– �Rensair appliances should only be operated by children over  
16 years of age after supervised training by an adult who has 
ensured the child has read and fully understood the Rensair 
Instruction Manual.

– �Children should be supervised if they are in close proximity to  
a Rensair appliance, and they should not be allowed to touch the 
appliance.

– �Under supervision or following extensive training, the appliance 
can be used by people with impaired physical, sensory or 
reasoning capabilities.

– �In the unlikely event that the appliance is not working, do not try 
to fix it or attempt to use it again. Contact Rensair support as 
detailed on the www.rensair.com website.

PLEASE DO NOT DISASSEMBLE THE MACHINE 
WITHOUT AUTHORIZATION

The 8 hour TWA Ozone for this product is 0.001 ppmv when 
tested in a 1,060 ft3 chamber. 

To reduce the risk of fire or electric shock do not use this fan 
with any solid-state speed control device.

12 13



– �Keep all objects clear and free of all openings and air vents, 
including those for air intake and air outflow. The appliance should 
not be used if any vents are blocked or damaged.

– �Do not use near any heat emission units or sources of heats, 
including fireplaces, naked flames, stoves, or strong radiators.

– �Ensure that no person leans or sits on the appliance, or that any 
object is placed on top of the appliance.

– �Keep all animals away from the Rensair appliance at all times.

– �Choking hazard – The remote control unit contains a battery.  
Keep the remote control away from children. Do not swallow 
the battery. If the battery is swallowed seek medical advice 
immediately.

MAINTENANCE WARNINGS

– �The appliance should be unplugged before any maintenance  
is undertaken.

– �No lubricants, cleaning agents or liquids should be used on this 
appliance.

– �Maintenance and cleaning should only be carried out by an adult 
and not by children.

– �All maintenance should be done in accordance with the 
instructions in the Instruction Manual.

WARNING: THE APPLIANCE CONTAINS MAGNETS
– �Credit cards, electronic storage media and computers may be 

affected by magnets and should be kept away from the appliance.

– �Defibrillators and Pacemakers could be affected by magnetic 
fields. Anyone who has a fitted defibrillator or pacemaker should 
avoid coming into close proximity to the appliance.

Keep this safety instruction manual in a safe place 
close to the Rensair appliance at all times and ensure 
that all users have read them before they operate the 
Rensair unit.

Before using the appliance, take note of all cautionary markings 
in this instruction manual and those depicted on the appliance.

This product complies with the maximum allowable 
concentration of ozone of 0.050 parts per million by volume 
(ppmv) in a 24 hour period. The Health Canada Guideline 2010 
recommends that the maximum exposure limit, based on an 
average time of 8 hours, is 0.020 ppmv or less when tested  
in a sealed and controlled room approximately 1,060 ft3.
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rensair.com

Need another language?   
Scan the QR code or visit  
rensair.com/Instructionmanual to view  
the instruction manual in other languages.
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